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DACATIE INSULATED PVC-U CAVITY CLOSERS

DACATIE D2000 AND D2000 (FR) FIRE RATED INSULATED PVC-U CAVITY CLOSERS

This Certificate relates to the Dacatie D2000 and
D2000 (FR) Fire Rated Insulated PVC-UU Cavity Closers

for use as cavity closers (cavity width 50 mm fo
140 mm) and to form an opening in masonry walls.

AGREMENT CERTIFICATION INCLUDES:

e factors re|oi|n% fo comp||cmce with BU||d|ng
Regulations where applicable

e factors re|oI|n% to additional non—regu|0fory
information where applicable

independently verified technical specification
assessment criteria and technical investigations
design considerations

installation guidance

regular surveillance of production

tormal three-yearly review.

KEY FACTORS ASSESSED

i

“‘\\..

Hygrothermal behaviour — the products meet the minimum thermal resistance path of 0.45 m2KW-' as required b
the Accredited Construction Details [version 1.0} Default yrvalues in IP1/06 may theretore be used tor jamb and sill

junctions in SAP or SBEM (sce scction 5).

Weather resistance — the products are effective as a damp-proot barrier and when used in a suitable wall construction
will resist the passage of water into the interior of the building in flush and check reveal installations (see section 6).

Structural stability — in terms of wind loading resistance, the products can be used in all areas of the UK. The

producis must not be used to support loads from the masonry (scc section /).

Properties in relation to fire — the installed products will not contribute significantly to the growth of a fire. The
products do not constitutc a cavity barricr except Dacatic D2000 (FR) Fire Rated (sce scction 8).

Durability —

the products, protected within the cavity, will last the normal expected lite of a building (see section 10).

The BBA has awarded this Agrément Certificate to the company named above for the products described herein.
These products have been assessed by the BBA as being fit for their intended use provided they are installed, used

and maintained as set out in this Certificate.

On behalf of the British Board of Agrément
e A

Date of First issue: 30 June 2009

Crginally certificated on 15 February 2000

Chris Hunt
Head of Approvals — Physics

[ GT

Greg Cooper
Chief Executive

The BBA is a UKAS accredlited certification body — Number 113. The schedule of the current scope of accreditation for product certification is
available in pdf format via the UKAS link on the BBA website at www.bbacerts.co.uk

Readers are advised fo check the vcr.":'d'ﬂy and latest issue number of this Agrément Certificate f:y cither rcfcrring to the BBA wehsite or contadling the BBA direct.

British Board of Agrément
Bucknalls Lane

Garston, Watford

lel: 01923 665300
fax: 01923 665301

email: mail@bba.star.co.uk

Herts WD25 9BA

website: www.bbacerts.co.uk
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Structural stability — in terms of wind loading resistance, the products can be used in all areas of the UK. The
ploducls musl nol be used 1o suppotl loads lrom Ihe masonry (see seclion 7).

Properties in relation fo fire — the installed products will not contribute significantly to the growth of a fire. The

products do not constitute a cavity barrier except Dacatie TF1000 (FR) Fire Rated and TF2000 (FR) Fire Rated

[see section 8).
Durability — the products, protected within the cavity, will last the normal expected life of a building (sce scction 10).

The BBA has awarded this Agrément Certificate to the company named above for the products described herein.
These products have been assessed by the BBA as being fit for their intfended use provided they are installed, used

and maintained as set out in this Cerfificate.
On behalf of the British Board of Agrément %‘“

Date of First issue: 30 June 2009 Chris Hunt Greg Cooper
Originally certificated on12 February 2007 Head of Approvals — Physics Chief Executive

The BBA is a UKAS accredited certification body — Number 113. The schedule of the current scope of accreditation for product certification is
availuble in pdl fommal via ihe UKAS link on the BBA websile al www.bbuceris.co.uk

Readers are advised to check the validity and latest issue number of this Agrément Certificate by either referring fo the BBA website or confacting the BBA dlirect.

British Board of Agrément tel: 01923 665300

Bucknalls Lane fax: 01923 665301

Garston, Watford e-mail: mail@bba_star.co_uk
Herts WD25 9BA website: www.bbacerts.co.uk







